


Digital Media Technology

Digital Media Technology
Equipment Specifications

NOTE: The use of specific vendor brands or manufacturer’s model numbers is
for the purpose of describing standards of quality, performance, and/or desirable characteristics, and is
not intended to limit or restrict competition.

Bids must include installation, setup, and training (if specified) (to be scheduled by local district). Inside
delivery, installation, and setup must take place by the Target Date. Bids must also include pre-loading
the software described “Software,” with the school providing the vendor media and proof of license.

A. Computer Systems, electronic, networking and related automotive equipment:

Vendors must propose systems which are configured with all components provided by the base system manufacturer.
If a component is not available from the base system manufacturer, the vendor may propose a compatible third party
component only if described in their written proposal. Systems and peripherals must be fully configured prior to
shipment.

If a warranted defect is found in an item, that item must be repaired or replaced on-site within five working days of
notification. A toll-free or local telephone number with a 24 hour response time must be provided for
troubleshooting purposes. In the event that a component must be returned to the manufacturer for warranted
repairs, a replacement will be provided by the vendor. Charges for shipping and handling of the component and its
replacement must be borne by the vendor during the on-site warranty period. All warranty repairs made to the
system during the warranty period must maintain full compatibility of the system with installed software. Any
components found to be defective must be replaced with the same brand and model or its successor.

Item Price Total
No. Description Qty. Each Price

1 Student Computers — (Mac Pro with Monitor) 15
Minimum Specifications:

e Processor: Two 2.26 Quad Core Intel Xeon processors

e Harddrive: One 640GB 7200 rpm serial ATA 3 Gb/s

e RAM: 6 GB (6x1 GB)

e ATl Radeon HD 4870 graphics card with 512MB GDDRS

e Apple keyboard with numeric keypad

e Apple Mighty Mouse

e Dual channel 4 GB fibre PCl express network interface card

e One 18X SuperDrive (CD/DVD writer/reader)

e AppleCare Protection Plan (3 year technical support and

warranty package)
e Apple LED Cinema Display (24” flat panel display)
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2 Teacher Computer — (Mac Pro with Monitor)
Minimum Specifications:

Processor: Two 2.26 Quad Core Intel Xeon processors
Harddrive: Two 640GB 7200 rpm serial ATA 3 Gb/s
RAM: 6 GB (6x1 GB)

ATI Radeon HD 4870 graphics card with 512MB GDDRS
Apple keyboard with numeric keypad

Apple Mighty Mouse

Dual channel 4 GB fibre PCl express network interface card
One 18X SuperDrive (CD/DVD writer/reader)

AppleCare Protection Plan (3 year technical support and
warranty package)

Apple LED Cinema Display (24” flat panel display)

Digital Media Technology

Price Total
Each Price

3 Teacher Laptop Computer (17” MacBook Pro)

Minimum Specifications:

Processor: 2.8 GHz Intel Core 2 Duo

Harddrive: One 500 GB 5400 rpm

RAM: 4 GB

NVIDIA GeForce 9600M GT graphics processor with 512 MB
GDDR3 memory

17" LED-backlit glossy widescreen display 1920 x 1200 pixels
High performance graphics

Built in network interface card

One 8X SuperDrive (DVD+/- R DL/DVD+/-RW/ CD-RW)
Multi-touch trackpad

MagSafe power port

Three USB 2.0 ports

One fire Wire 800 Port

Mini Display Port

iSight Camera

Full-size, backlit keyboard

ExpressCard/34 slot SuperDrive

AppleCare Protection Plan (3 year technical support and warranty
package)
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Description

4 48-port 10/100 BaseT managed Switch with Gigabit
Capability

Minimum Specifications:

48 RJ-45 ports for 10BASE-T/100BASE-TX with a minimum of 2
additional ports with gigabit capability. Gigabit ports may or
may not be populated, depending upon the needs of the
school.

Supports half duplex and full duplex modes auto-negotiation
for all ports.

Auto MDI/MDI-X support on all ports for easy cable detection
Efficient MAC Address learning engine supports up to 4K MAC
Addresses

Provides store-and-forward forwarding scheme.

Must be standard width and include mounting kit for
installation rack

Two year parts and labor limited warranty provided by vendor.

Each Price

5 Wide Format Color Printer (HP Designlet 500 or equal)
Minimum Specifications:

Accommodates up to 42 inch wide roll feed paper
Maximum Resolution: 2400 x 1200 dpi

Ports: High speed USB 2.0

Prints on roll or individual sheet paper

High capacity ink system

Borderfree printing

Includes network interface, printer stand and media bin,
spindle, and ink cartridges

6 Networked Color Laser Printer
Minimum Specifications:

Network ready with additional USB 2.0 interface

400 MHz processor

Includes one set of toner cartridges: First start-up + additional
full replacement cartridge

Minimum of one 500-sheet paper tray.

Fully “plug-and-play” compatible with Mac OS and Mac OS X
Server.

Print speed: Up to 25 ppm black, 25 ppm color.

Print quality: up to 600 x 600 dpi.

Three year, on-site warranty provided by vendor.
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7 File Server — Xserve — with installation 1
Minimum Specifications:

e Two 2.26Hz Quad-Core Intel Xeon processors

e Three 1TB ATA ADM@7200 rpm harddrives

e Includes MAC OS X Server software with unlimited license

e One 128GB solid state drive

e 6GBRAM (1GB x 6)

e One 8x SuperDrive DL optical drive (DVD/CD read/write)

e Dual 750W power supply

e Dual-channel 4GB Fibre Channel network card

e Minidisplay to VGA adapter

e NDVIDA GeoForce GT 120 graphics adapter with 256MB
GDDR3

e Rack mounting kit

e Xserve RAID card

e Keyboard, mouse

e Apple Remote Desktop 3 (unlimited managed systems)

e AppleCare Premium Service and Support for Xserve

e Three consecutive days of architecture and integration services

8 LCD Display for Server 1
Minimum Specifications:

e 17 inch diagonal LCD flat panel display

e 1280 x 1024 resolution

e 800:1 contrast ratio

e 300 cd/m? brightness

e .294mm dot pitch

e 3year warranty

(NOTE: Districts may use any available LCD or CRT VGA display.

This item must be available at the time the server is installed.)

9 Rack (or use existing rack) 1
Minimum Specifications:

e Industry standard 19-in. free standing open frame aluminum
equipment rack

e Approximately 72-in. tall

e Secured to the classroom/laboratory floor with anchor bolts
and to the wall

e All active network components, including switch(es), server,
monitor with keyboard, and the UPS must be properly
mounted in the rack, and all associated wiring must be
properly dressed to meet all building and telecommunications
codes.

e No equipment should be located on the rack any closer than 8
in. from the floor to avoid dust and dirt intake through the fan
and air vents located on any piece of equipment.

One-year warranty parts and labor provided by vendor




10

Description
UPS

e Minimum Specifications:

e Must be sized to support the file server
Three-year warranty provided by vendor

(01472
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11

Patch Panel and Cat 5e or 6 Patch Cables to match cabling
type (only if using wired connectivity)
Minimum Specifications:
e One 48-port patch panel per lab
e 30 patch cables long enough to connect computers to a wall
jack (7-10 ft)
e 30 short patch cables for patch panel (3 ft)
Two-year parts and labor warranty provided by vendor

12

Network connectivity (Cat 5e or better cabling )
Minimum Specifications:
e Install Cat 5e or Cat 6 or upgrade existing Cat 5 cabling to Cat
5e or 6 (includes pulling, terminating, and testing/certification)
e All cabling plant and equipment needed for functioning lab

13

Surge Protector
Minimum Specifications:
e Six 120v electrical outlets with 6' cord.
e Electrical rating - 15 amp, 120Vac, 50/60 Hz, continuous duty,
three line protection, 15 amp circuit breaker
e Minimum energy dissipation - 900 joules.
e UL 1449 TVSS Rating - 330v across all three lines.
e Clamping Response - <1 ns.
e Noise Suppression - >60-90 dB or UL 1283 approved.
e Agency Approvals - UL 1449 TVSS, UL 1283 EMI filter, CSA.
e Lifetime product warranty by manufacturer.

10

14

Interactive board
Minimum Specifications:
e Interactive board, mount, installation, and a minimum of two
hours of training
e Minimum 60” diagonal (72" or above diagonal recommended)
e Speakers
e Wireless slate or tablet to control the interactive board
Two year parts and labor warranty provided by vendor.
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35

Printer Stand (optional)
Minimum Specifications:

e Modular free-standing stand to match construction of
student workstations.

e  Must be steel-reinforced, scratch and chip resistant.

e  Top: Solid core fiberboard w/high pressure laminate top
and thick bumper edge molding with rounded edges and
corners.

e Suggested Dimensions: 24”d x 27"w.

e  Toinclude Steel Book Box 18”w x 15”d x 3.5”h.

e  Printer stand sized and recommended by printer
manufacturer acceptable.

36

Multimedia Cabinet with Lock (Required)
Minimum Specifications:
e Metal or hard, sturdy plastic
e  Lockable
e Large enough to fit digital cameras, digital video cameras

37

Student Work Tables (Optional—maximum of 4)
Minimum Specifications:

® Asrequested by school district

38

Student Chairs (optional)
Minimum Specifications:
e  Adjustable pneumatic lift chairs with carpet or soft-tread
casters appropriate for lab flooring
e  5-point base with swivel seat and fixed back
e  Seat and back to be thick solid molded plastic or composite
surface.
e  Minimum dimensions: Adjustable height — 15 to 20 in.

15

39

Student Computer Workstations (optional)
Minimum Specifications:
e  Modular free-standing workstation
e  All must be steel-reinforced and scratch and chip resistant.
e  Top: Solid core fiberboard with high-pressure laminate top
and thick bumper edge molding with rounded edges and
corners, grommet holes for cables.
e  Telescoping steel legs with leveling guides
e  Suggested dimensions:

0  Adjustable height from 23 in. to a maximum of 32 in.

or as needed for lab size

0 Dimensions of 30-in. diameter and 36-in. width or as
needed for lab size (Must accommodate a 24”
monitor)

0 Includes wire CPU tower holder to be mounted
under the workstation (8%"w X 20"d X 21"h) or as
needed for lab size

15

11



